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Dua Hi-Vis Over-Trousers
Dua Hi-Vis Over-Trousers are perfect when visiting sites without changing 
rooms or in adverse weather conditions. With certi�ed EN 343 class 4 water 
resistance, these over-trousers are designed to keep you dry in wet 
conditions. An elasticated waist and adjustable ankle gussets ensure a 
comfortable �t while making them easy to put on and take o�. Choose the 
Dua Hi-Vis Over-Trousers for reliable, comfortable protection on the job 
everytime.  

Features
•  EN ISO 20471 Class 1
•  RIS-3279-TOM (Orange only)
•  EN 343 Class 4:1:X
•  2 bands of retro-re�ective tapes per leg.
•  Taped seams
•  Elasticated waist
•  Bagless pockets allow access to layers underneath
•  Adjustable ankle poppers

Fabric
•  Main - 300 Denier Oxford PU Fabric

Applications
Tasks with a hi-vis requirement – tra�c, security, event marshalling, 
driving, construction, roadworks, wet weather tasks. 
Rail/underground (Orange version only)

Packaging
1 piece per bag - 20 bags per case

SHV-L40241-8 8 - 22 NEW! Dua Hi-Vis Overtrouser - Yellow

SHV-L40281-8 8 - 22 NEW! Dua Hi-Vis Overtrouser  - Orange 

Product Code

Washcare Symbols

Standards

Size Chart

40

Wash cycle Do not bleach Do not dry
clean

Do not ironDo not tumble
dry

EN ISO 20471:
2013+A1:2016

1

RIS-3279-TOM

RIS-3279-TOM

PPE Regulation (EU)  2016/425 as retained in the UK and amended.
EN ISO 20471:2013+A1:2016- High Visibility Warning Clothing for Professional Use

RIS-3279-TOM -Rail Industry Standards (Orange Garment Only) This Class 1 product must be 
worn with a jacket that conforms to EN ISO 20471 Class 2 & RIS-3279-TOM Issue 2
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